
The innovative BEL 185Semi-Automatic
Random sealer self-adjusts and applies
pressure-sensitive tape, top and bottom, 
to random and uniform size cartons, 
eliminating the need for manual adjust-
ments, and resulting in improved 
productivity on case sealing lines. 

Belcor’s Random top & bottom sealer
allows one person to coordinate the

sealing of various sizes of corrugated 
cases into a single operation. 
The BEL 185easily and safely converts 
to a fixed position sealer for maximum
throughput of uniform case sizes.

The engineered performance and unique
safety provisions of theBEL 185 offer superior
operator comfort and increased productivity,
sealing up to 25 cases per minute.
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Shown with optional 
locking casters, infeed and
outfeed roller conveyors.



The compact, easy to operate   BEL185automates
random case applications, simplifying sealing 
and improving efficiency on multiple size case
packing lines. The self-adjusting  BEL185 offers
quick, safe transitions from one case size to
another – freeing the operator of time-consuming
manual adjustments. 

Standard Features
• Compact design
• Higher production rates attained with the 

adjustable minimum/maximum settings for 
case width and height parameters

• Longer machine life and superior 
performance assured with Belcor’s 
heavy duty, welded steel frame

• Environmental suitability delivered through 
powder coating, zinc plated finishes, 
and stainless steel components

• Safe machine operation is a standard at Belcor.
The force-sensitive case side guide rails, and 
the extended case height ‘sensor’, are a new 
level of safety for this type of equipment

• Reliable, consistent tape application provided 
by the exclusive ‘no-break’ tape advance with 
DEKKA high performance tape heads

Optional Items
• ErgoLevel Height Adjustable Legs
• Locking Casters
• Spare Parts Kit
• Infeed/Outfeed Conveyor
• KDF Box Stand

Machine Specifications
Electrical
• 120 VAC,  60 Hz, 1 Phase, 5.5 amps
• Compressed Air: 80 p.s.i. (6 Bar), 

0.02 CF/Cycle

Drive System
• Top and bottom conveyors using 

synchronized gearmotor and endless 
loop rubber belts

• Conveyor speed – 90 feet per minute

Construction
• Heavy duty steel frame, fully welded 

and powder coated, plated and 
stainless components

Speed
• Up to 25 cases per minute, depending 

on box size and operator proficiency

Shipping Weight
• 530 lbs. (machine weight 480 lbs.)

BEL 185 Specifications

Case Size Range: Length Width Height

Minimum 8” 5” 4.5”
Maximum unlimited 20” 19.5”

Random Case Taper

Distributed by

In/Outfeed Height: Footpads Casters
Minimum 25.0” 27.5”
Maximum 28.0” 31.0”
Tape Heads:
Standard/Mirror Image DEKKA 22 2” (51mm)
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