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A Pro Mach Operating Partner

description
The HPA-66 stretch wrapping machine is designed
to automatically wrap pallet loads with a secure
spiral web of stretch film without operator inter-
vention, thus increasing the total efficiency of end-
of-line packaging operations. While loads are
being wrapped, forklift operators can remain
active performing other duties.

operation

1) Load is placed on turntable by forklift

2) Driver presses start button on pendant
3) Machine automatically stretch wraps load
4) Film web is cut and wiped down to load
5) Forklift returns to remove wrapped load

HPA-66

Platform Automatic stretch wrapping machine

e features

* High performance film delivery system yields 245% prestretch (standard)
» Wraps pallet loads weighing up to 5,000 pounds

« Automatic operation increases forklift operator efficiency

* Automatically adjusts for various load heights (up to 80" maximum)

« Variable turntable rotation speed with maximum of 14 RPM

« Positive home alignment puts turntable in same position after each cycle

* Film tail is automatically cut and wiped down to load after each cycle

« All structural steel construction for years of dependable service

* Precision, heavy-duty ring bearing supports the turntable

* Non-proprietary replacement parts can be purchased locally or from dealer
« Self-threading Insta-Thread™ carriage makes loading film fast, safe and easy
» Revo-Logic™ technology assures precise number of top/bottom wraps






